






 

Limited Warranty: 
Stuff eventually breaks or wears out if you use it 
enough. That’s beyond our control. We guarantee this 
product to be free from defects in manufacturing 
and design for one year from date of purchase. It’s 
guaranteed to not fail under normal riding conditions. 
Surly is not responsible for the actions you take on 
your bicycle, however, and cannot be responsible for 
products that break when not installed correctly or used 
inconsistently with the product’s design. If you’re not 
sure if something will work the way you want, contact 
us. If you destroy it, fess up, and maybe we can help 
you with some replacement parts to keep you riding. 

Sorry, the finish isn’t covered, nor is any damage that 
happens to you or other components as a result of any 
failure of one of our products. Lastly, if you modify or 
neglect our products, we can’t be responsible for them 
or what might happen to you while you’re using them. 

All potential warranty items should be returned to 
the original place of purchase, accompanied by a sales 
receipt. In the unlikely event that this is not possible, 
give us a call or email us, and we’ll do our best to get 
you back on the bike. 

Surly®
6400 W. 105th St. 
Bloomington, MN 55438 
877.743.3191 

www.surlybikes.com
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12.	� Use a 12mm cap screw to loosely attach each 
sliding plate to the mid-blade eyelet or mid-blade 
adapter (using a locking nut). Level the rack. 
Tighten the sliding plate hardware. Tighten the 
12mm sliding plate-to-eyelet (or adapter) screw 
(and nut). If applicable, tighten the hose clamp. 
Don’t overtighten it. It’s possible to ruin the clamp 
if too much torque is applied to the clamptightening 
screw. Tighten the lower sliding plate-to-fork eyelet 
bolt. Check all of the hardware once more. Tighten 
if necessary. Final assemblies should look similar 
to Figures 14 and 15. Your rack should be level and 
centered on the fork and the wheel (assuming it’s 
dished properly). If not, you’ll need to loosen the 
appropriate hardware and move the rack around 
until proper adjustments are made.  
 

13.	� Fender struts can be mounted to the holes in the 
lower sliding plates. See Figures 16 and 17. 

You’re going to have hardware left over. We included 
enough hardware for most installation scenarios. 
Some of your bolts may be too long for your aesthetic 
taste. Replace them or cut ‘em off if you’re losing 
sleep over it. We figured it would be best to err on 
the long side. Save all of your leftover hardware and 
these instructions, so you can easily move your rack 
to another fork if you desire to do so in the future. 
Your new rack requires little maintenance. Check the 
tightness of the hardware once in a while. And, spray 
a little oil inside the tubes on occasion, if you’re prone 
to riding in wet conditions. Let us know if you have 
questions or concerns. And, tell us where you and your 
rack end up. We love to hear about your adventures. 
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